



	
		
		phone+39 02 89144 1

emailinfo@sitspa.it



[image: it]Italiano
[image: en]English








[image: ]

		
			
		
		
			YouTube
		

	





[image: Logo Sit Drive Solutions]



Menu	Home
	Company
	Products
	Timing Belt Drives
	Polyurethane Belt Drives
	Couplings
	Nidec Servo Reducers
	V-Belt Drives
	Chain Drives
	Locking Devices
	Modular Belts and Chains
	Poly-V Belt Drives
	Flat Belt Drives
	Bearing Units and Rod Ends
	Drive Regulation



	Tools
	News
	News
	Events



	Sales Network
	Contacts








		
	SITEX® – SITEX® NYLEX® – SITEX® FL couplings

Home  Couplings  SITEX® – SITEX® NYLEX® – SITEX® FL couplings



	

		

			
			






[image: ]






	
		
			Downloads

	SITEX® couplings (0,8Mb)
	ATEX Annex (0,5Mb)
	Use and Maintenance Manual SITEX® (2Mb)



		

	


	
		
			Other link

	Download Couplings CAD



		

	







	
		
			SITEX® toothed couplings consist of two toothed steel hubs, which are connected with one internally toothed sleeve manufactured from stabilized 6.6 super polyamide resin.

SITEX® NYLEX® couplings are made of 100% Polyamide. Designed for light applications, low cost and available with finished bore keyway and thread for set screw.

The SITEX® FL couplings are designed to optimize the connections between Diesel engines and driven equipment such as hydraulic pumps.


		

	







	
		
			Features

	Maintenance free
	Compact, easy assembling
	SITEX® FL execution is used in connections between the flywheels of the internal combustion engines
	NYLEX® execution design with polyamide hubs for light-duty applications.
	Available on request certified couplings according to ATEX directive 2014/34/EU



		

	







	
		
			Nylon and Flange executions


		

	

SITEX® NYLEX®Made of 100% Polyamide.

SITEX® FLFiberglass reinforced polyamide flange



SITEX® NYLEX®Made of 100% Polyamide.
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			SITEX® NYLEX® couplings are made of 100% Polyamide. Two executions are available:

	CV: in 2 parts (1 hub and one sleeve including the hub);
	C: in 3 parts (2 hubs and one sleeve).


Designed for light applications, low cost and available with finished bore keyway and thread for set screw.

Temperature range: – 25 °C ÷ + 90 °C.


		

	








SITEX® FLFiberglass reinforced polyamide flange
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			SITEX® FL couplings consist of a steel hub and fiberglass reinforced polyamide flange which offers both mechanical strength and dimensional stability in a variety of temperature ranges.

The SITEX® FL couplings are used in connections between the flywheels of the internal combustion engines and: hydro-pumps, rotating pistons, and compressor blades.
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			SIT S.p.A.

SIT S.p.A., Single-Member Company.

VAT 07949360155 – REA MI 1078157

Fiscal Code 00921330163

Share Capital 4.713.144 €
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					Winter holidays 2023/24
									
	
					Cibus Tec 2023 – Parma
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